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	 Product information:

	 Warranties:

	 Specification:

15286

10 year wear warranty
10 year anti-static warranty
5 year fade warranty
Full warranty details available on request

Brickworks

ISO 14001 : EMS 59511
ISO 9001 : FM 10763

The Brickworks range features an attractive textured loop pile design and is available in 14 
contemporary colours.  The range can be installed either quarter turn or brick bond providing 
a high level of style and versatility for a wide range of environments including commercial, 
hospitality, retail, healthcare and education.
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Product Form	 Tile
Product Dimensions........................................................... 	 500mm x 500mm
Product Construction......................................................... 	 Tufted Textured Pattern Loop Pile
Surface Yarn....................................................................... 	 100% INVISTA™ Polyamide 6.6 ASDN™
Total Carpet Weight............................................................ 	 4290g/m2

Tufted Pile Weight.............................................................. 	 800g/m2

Gauge.................................................................................. 	 1/12
Stitches............................................................................... 	 54.0 per dm
Primary Backing................................................................. 	 Non-woven
Secondary Backing............................................................ 	 Bitumen
Total Carpet Thickness...................................................... 	 6.5mm
Pile Height ......................................................................... 	 3.5mm 

Performance Specification
Classification BSEN 1307.................................................. 	 Class 32
Castor Chair BSEN 985 Part A.......................................... 	 Pass
ISO 2551 Dimensional Stability......................................... 	 Pass
IBM / ICL............................................................................. 	 Pass

Flammability
BSEN 13501-1.................................................................... 	 Class Bfl-s1

Anti-soil and stain treatment.
For recommended adhesives contact Technical Services on 01625 428922.

Quarter Turn Brick Bond
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