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Cover Strips

Our collection of Cover Strips are designed for 
joining floorcoverings of a similar thickness and 
are typically used at door thresholds where two 
floorcoverings meet. 

Not only do they ensure a neat and safe junction 
between floorcoverings, but they also help to 
protect the exposed edges of the floorcoverings 
from damage.

A variety of Cover Strips are available with a choice 
of central or side-drilled countersunk fixing holes. 
AJC profiles offer superb flexibility and can also be 
used as expansion joint covers where required.

Profiles are available in a selection of materials 
including stainless steel, brass and aluminium, 
complemented by a great choice of finishes 
including mill, matt, silver anodised or polished to 
suit your specific needs.

SCSM451

Gradus SCSM451 Cover Strip 
providing a safe and neat join 
between two types of LVT.30

no.4

1

42



43 44

Pre-drilled with central 
countersunk holes.

Pre-drilled with side 
countersunk holes.

Pre-drilled with offset 
countersunk holes.

Cover Strips Cover Strips

Dimensions shown are nominal.  Illustrations are 70% size in mm.  Products subject to minor design alterations without notice.

LVT

LVT

SCSM451 LVT to LVT.

wood flooring

ceramic tile

ACS470S wood flooring to ceramic tile.

carpet tile

wood laminate

AJC465SF4 carpet tile to wood laminate.

CODE / PROFILE MATERIAL LENGTH COLOURS / FINISHES

SCSP451

301

no.4
Stainless Steel 2.70m       F8 Polished

SCS451SF8G

30
1

no.4
side drilled Stainless Steel 2.70m       F8G Matt

SCS451SF8

30
1

no.4
side drilled Stainless Steel 2.70m       F8 Polished

SCSM454

1
40

no.4
Stainless Steel 2.70m       F8G Matt

SCSP454

1
40

no.4
Stainless Steel 2.70m       F8 Polished

SCS454SF8G

1
40

no.4
side drilled Stainless Steel 2.70m       F8G Matt

SCS454SF8

1
40

no.4
side drilled Stainless Steel 2.70m       F8 Polished

SCSM455
                                 

1.2
50

no.4
Stainless Steel 2.70m       F8G Matt

SCSP455

1.2
50

no.4
Stainless Steel 2.70m       F8 Polished

Dimensions shown are nominal. Illustrations are 70% size in mm. Products subject to minor design alterations without notice.

Key

CODE / PROFILE MATERIAL LENGTH COLOURS / FINISHES

SCSM471

no.4

20
1 Stainless Steel 2.70m       F8G Matt

SCSP471

no.4

20
1

Stainless Steel 2.70m       F8 Polished

SCS471SF8G

20
1

no.4
side drilled

Stainless Steel 2.70m       F8G Matt

SCS471SF8

20
1

no.4
side drilled

Stainless Steel 2.70m       F8 Polished

SCSM451

30

no.4

1 Stainless Steel 2.70m       F8G Matt

Stainless Steel:

Visit: www.gradus.com to download: Cleaning & Maintenance, Installation Guidelines and Health & Safety Data Sheets.
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Cover Strips Cover Strips

CODE / PROFILE MATERIAL LENGTH COLOURS / FINISHES

SCSM474

2
40

no.6

Stainless Steel 2.70m       F8G Matt

SCS474SF8G

2
40

no.6
side drilled

Stainless Steel 2.70m       F8G Matt

SCSM475

2
50

no.6

Stainless Steel 2.70m       F8G Matt

SCS475SF8G

2
50

no.6
side drilled

Stainless Steel 2.70m       F8G Matt

Dimensions shown are nominal. Illustrations are 70% size in mm. Products subject to minor design alterations without notice.

CODE / PROFILE MATERIAL LENGTH COLOURS / FINISHES

ACS38

38

5

no.6

Aluminium
2.50m
2.75m   Mill Finish

ACS52

5

52

no.6

Aluminium
2.50m
2.75m   Mill Finish

ACS441

402

no.4

Aluminium 2.70m
F3 Polished

    F4 Silver Anodised

ACS444

80

offset drilled

3

no.6

Aluminium 2.70m
F3 Polished

  F4 Silver Anodised

ACS462F3

     
40

3
5

no.6

Aluminium 2.70m F3 Polished

ACS463F3

      
50

3
5

no.6

Aluminium 2.70m F3 Polished

AJC465SF4

80
3

5

no.6
side drilled

ideal for use as an expansion joint cover to allow movement

Aluminium 2.70m   F4 Silver Anodised

AJC466SF4

100
3

6

no.6
side drilled

ideal for use as an expansion joint cover to allow movement

Aluminium 2.70m   F4 Silver Anodised

ACS470S

See below Aluminium 3.00m
F3 Polished

  F4 Silver Anodised

9

140

no.6
offset drilled

4.5 68.5

Dimensions shown are nominal. Illustrations are 70% size in mm. Products subject to minor design alterations without notice.

Aluminium:

Brass:

CODE / PROFILE MATERIAL LENGTH COLOURS / FINISHES

BCS452F7

                                        
301.2

no.4

Brass 2.70m       F7 Polished

BCS454F7

                                   
1.2

40

no.4

Brass 2.70m       F7 Polished

BCS455F7
                               

1.2
50

no.4

Brass 2.70m       F7 Polished

Visit: www.gradus.com to download: Cleaning & Maintenance, Installation Guidelines and Health & Safety Data Sheets.
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F4 Silver Anodised Aluminium • •

Silver Anodised Aluminium • • •

F6 Bronze Anodised Aluminium •

F9 Sand Anodised Aluminium •

Satin Stainless Steel •

Please note:  Due to the limitations of the printing process, colours within this catalogue should not be relied upon for colour matching. 
An accurate colour match can only be achieved by requesting the relevant product sample(s) from Gradus Technical Support on 01625 428922.

Skirting & Coving
MAS90 Aluminium Skirtings ...................................................... 48

MSS790 Stainless Steel Skirtings ............................................. 49

MAS95 Interlocking Aluminium Skirtings ................................. 50

MAS97 Interlocking Aluminium Skirting ................................... 51

Aluminium Cove Formers .......................................................... 52

Gradus MAS90/10SF metal 
skirting installed with LVT.

Skirting & Coving
Our skirting & cove formers provide a neat, clean and safe solution for junctions where the 
floor meets the wall. Gradus profiles are the perfect complement for any LVT and other 
types of modular floorcoverings such as woods, ceramics and carpet tile.

Below are a variety of considerations to help ensure that you select the appropriate skirting 
or coving profile for the job at hand.

What to consider when selecting a Skirting or Coving?

• The type of environment?

• The type of floorcovering(s) and the thickness of these?

• Is there a requirement for the floorcovering to continue up the wall?

• Any additional functionality requirements such as concealing cables?

• Number of end caps, junctions, external or internal corners and any 
other accessories required?

• Is “wall-to-floor expansion” necessary?

• What specific look are you intending to achieve?

• Does the skirting ideally need to sit on top of the floorcovering?

• Is there a particular colour or finish required?

Colour Availability

F9 Sand Anodised
Aluminium

F4 Silver Anodized Aluminium

Silver Anodised
Aluminium

F4 Silver Anodized Aluminium

F4 Silver Anodised 
Aluminium

F6 Bronze Anodised
Aluminium

Satin Stainless Steel

Et
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MAS90 Aluminium Skirtings

Featuring a stainless steel satin finish, this range is ideal for use in 

areas where a modern hi-tech finish is required. Designed to sit 

on top of a variety of floorcoverings, the capped toe design 

allows wall-to-floor expansion gaps to be hidden. 

A choice of metal accessories including end caps, junctions and 

corners are also available in a satin finish for a consistent look.

MSS790 profiles are fixed to the wall using appropriate adhesive.

CODE / PROFILE FINISHES LENGTH END CAPS JUNCTION EXTERNAL CORNER INTERNAL CORNER

MSS790/6SF

60

10

Stainless Steel 
Satin Finish

2.70m MSS790/6MPS MSS790/6MGS MSS790/6MES MSS790/M6IS

MSS790/8SF

10

80
Stainless Steel 

Satin Finish
2.70m MSS790/8MPS MSS790/8MGS MSS790/8MES MSS790/M8IS

All accessories are supplied in packs of 4 except for End Caps which are supplied as 4 sets of 2 (one left hand and one right hand).

Dimensions shown are nominal. Illustrations are 70% size in mm. Products subject to minor design alterations without notice.

MSS790 Stainless Steel Skirtings

These silver anodised aluminium profiles create a modern 

hi-tech finish and are designed to sit on top of floorcoverings. 

The capped toe design makes them a great solution for hiding 

wall-to-floor expansion gaps. 

A selection of metal accessories including end caps, junctions 

and corners are also available for our MAS90 profiles, all 

supplied in a silver anodised finish to ensure neat and tidy 

finishing on site. 

MAS90 profiles are fixed to the wall using appropriate adhesive.

CODE / PROFILE FINISHES LENGTH END CAPS JUNCTION EXTERNAL CORNER INTERNAL CORNER

MAS90/6SF

60

10

Silver Anodised 
Aluminium *

2.00m MAS90/6MP MAS90/6MG MAS90/6ME MAS90/6MI

MAS90/8SF

10

80
Silver Anodised 

Aluminium *
2.00m MAS90/8MP MAS90/8MG MAS90/8ME MAS90/8MI

MAS90/10SF

10

100100
Silver Anodised 

Aluminium *
2.00m MAS90/10MP MAS90/10MG MAS90/10ME MAS90/10MI

* Note: Additional finishes are available on request subject to minimum quantities and lead times.
All accessories are supplied in packs of 4 except for End Caps which are supplied as 4 sets of 2 (one left hand and one right hand).

Visit: www.gradus.com to download: Cleaning & Maintenance, Installation Guidelines and Health & Safety Data Sheets.
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MAS95 Interlocking Aluminium Skirtings MAS97 Interlocking Aluminium Skirting

Dimensions shown are nominal. Illustrations are 70% size in mm. Products subject to minor design alterations without notice.

CODE / PROFILE FINISHES LENGTH END CAPS JUNCTION EXTERNAL CORNER INTERNAL CORNER

MAS95/7SF

70

10

70

Silver Anodised 
Aluminium with 

interlocking 
aluminium fixing 

brackets

2.00m * MAS95/7P MAS95/7G MAS95/7E MAS95/7I

MAS95/10SF

100

10

100

 Silver Anodised 
Aluminium with 

interlocking 
aluminium fixing 

brackets

2.00m * MAS95/10P MAS95/10G MAS95/10E MAS95/10I

* Note: 3 fixing brackets supplied per length.
All accessories are supplied in packs of 4 except for End Caps which are supplied as 4 sets of 2 (one left hand and one right hand).

Dimensions shown are nominal. Illustrations are 70% size in mm. Products subject to minor design alterations without notice.

CODE / PROFILE FINISHES LENGTH END CAPS JUNCTION EXTERNAL CORNER INTERNAL CORNER

MAS97/8SF

80

22.5

 Silver Anodised 
Aluminium with 

interlocking 
aluminium fixing 

brackets

2.00m * MAS97/8P MAS97/8G MAS97/8E MAS97/8I

* Note: 3 fixing brackets supplied per length.
All accessories are supplied in packs of 4 except for End Caps which are supplied as 4 sets of 2 (one left hand and one right hand)

Ideal for use in areas where a modern finish is required, these silver 

anodised aluminium profiles feature interlocking aluminium brackets and 

are suitable for most types of modular floorcoverings including LVT, 

carpet tile, wood, wood laminate and ceramic tiles. The design allows 

low voltage cables for computers or telephones to be concealed behind 

the skirting profile and out of view for a clean look. 

We offer a variety of accessories such as end caps, junctions and 

corners in a silver finish PVC-u to co-ordinate with our MAS95 profiles.

MAS95 profiles are fixed to the wall using screw fixings.

Suitable for use in areas where a modern finish is required, the MAS97 

range features a silver anodised aluminium finish to complement a range 

of modular floorcoverings including LVT, carpet tiles, wood, wood 

laminate and ceramic tiles. Designed with interlocking aluminium 

brackets, these profiles are ideal for use within applications where low 

voltage cables for computers or telephones need to be concealed. 

We offer a variety of accessories such as end caps, junctions and 

corners in a silver finish PVC-u to co-ordinate with this range of profiles.

MAS97 profiles are fixed to the wall using screw fixings.

Visit: www.gradus.com to download: Cleaning & Maintenance, Installation Guidelines and Health & Safety Data Sheets.
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Aluminium Cove Formers

LVT

LVT

CVA927 coving with 5mm LVT.

resilient

resilient

CVA870IW coving with 2.5mm 
resilient flooring.

CODE / PROFILE MATERIAL LENGTH COLOURS / FINISHES

CVA927

27

5

27

5

7

Aluminium 2.50m   F4 Silver Anodised

CVA870IW

29

2929

2.5
Aluminium 2.50m

  F4 Silver Anodised

  F6 Bronze Anodised

  F9 Sand Anodised

Dimensions shown are nominal.  Illustrations are 70% size in mm.  Products subject to minor design alterations without notice.

Aluminium Cove Formers are perfect for use with LVT as they allow the flooring material 

to be coved up the wall to create a neat finish where the two meet. Our Aluminium Cove 

Formers are supplied in two profile designs featuring several anodised finishes, ideal for 

use within premium environments.

Visit: www.gradus.com to download: Cleaning & Maintenance, Installation Guidelines and Health & Safety Data Sheets.

Order product samples:

Download a copy of the latest Gradus Distributor 
List from our website to find out where your nearest 
distributor is located.

Gradus Grip is a rapid curing flexible adhesive 
suitable for bonding the majority of Gradus 
floor trims to most solid surfaces within 
internal environments.

Don’t forget to check us out on Social Media:

View the full suite of Gradus product categories and download brochures:

Corridors and circulation areas are amongst the busiest parts 
of a building and often have to deal with a heavy flow of both 
pedestrian and wheeled traffic, which then filters into other 
parts of the building. This high level of activity often requires a 
robust protection system in place to protect vulnerable walls and 
corners from scuffs, scrapes and direct impact damage.

Corridors & Circulation Areas

1. Dual Rail - p.58
2. Wall Guard - p.40
3. Door Face Protection - p.71
4. High Impact PVC-u Corner Guard - p.65
5. Stainless Steel Bollard - p.77

2

1
5

3 4Example: Hospital Corridor

Pedestrian foot traffic including patients, visitors and staff; 
and wheeled traffic including wheelchairs and other mobility 
assistance devices, beds, trolleys, laundry carts and mobile 
equipment are all potential causes of damage in hospital 
corridors.

8 30

Urban Myth Plank

Urban Myth - Sapphire 07310, Carbon 07306, Graphite 07305, Lead 07304, Steel 07303 and Pewter 07302 

Premium Carpet
32

Continuity™ - Linear Lighting System

Description
Continuity™ LED linear lighting offers an excellent alternative to  

neon lighting for interior applications.

•  Extra low voltage alternative to neon lighting

•   Low Power consumption – 4.8 - 15.00 watts/metre  

dependant on standard or high brightness

•  Lifecycle – effective up to 50,000 hours

•  Flexibility allows designers to create bespoke designs

•   Easily installed on site – shock and  

vibration proof

•  Flexible up to a minimum radius of 300mm

•  Low heat output means it is safe in use

•  LED strip can be cut at short intervals

•  Static colours and RGB available

•  PVC-u cover available as Clear (CL) or Opaque (FR)

•   Can be factory curved subject to template and approval. 

Limitations apply.

Mono-Clip® System

Description

Mono-Clip is a range of two-piece profiles available 

in wood-effect finishes for use with wood and wood 

laminates. The profiles allow room for expansion in natural 

floorcoverings.

Profile Information
•  Tops are available in 3 configurations - ramp, twin top and 

border

•  Choice of 2 base sizes

•  Profiles suitable for use in medium traffic environments 
e.g. offices and restaurants

•  Tops are clipped into bases at varying heights to 
accommodate a variety of floorcoverings

Installation Advice
•  Bases should be fitted using cartridge adhesive and 

screw fixings

•  When installed with the floorcoverings that require room 
for natural expansion, a suitable gap must be left at 
the profile base and the floorcovering to allow for that 
expansion

Colour
•  For larger colour swatches see page 78

NEW

96

Stair Edgings & 
Floor Trims

Barrier Matting 
Systems

Wall Protection 
Systems

Carpet 
Collection

LED Lighting 
Systems

Here you can select and save an unlimited number of 
Gradus products onto your own personal design board 
before ordering free samples for any products of interest.

Discover our Gradus Grip flexible adhesive:

Find your nearest Gradus distributor:

ULTRA STRONG BOND 
FOR MOST SURFACES*

SAVE TIME & MONEY GRADUS 10 YEAR WARRANTY*
NO MORE SCREWS 

AND PLUGS

*Further information can be found at www.gradus.com

Visit us online at www.gradus.com where you can… 

Follow us on twitter @Gradus_World

Keep up to date with us on LinkedIn – graduslimited 
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gradus.com
call: 01625 428922

Gradus Far East
Singapore 
Tel: (+65) 6734 5933

Gradus International
England 
Tel +44 (0) 1625 613780

Gradus Ltd  Park Green  Macclesfield  Cheshire  SK11 7LZ 
For enquiries outside the UK and Eire contact Gradus International on +44 (0)1625 613780


